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EQUIPMENT TO BE FURNISHED AND/OR INSTALLED RY THE CONTRACTOR

_QUANTITY » DESCRIPTION

Lump Sum Maintenance of traffic.
Lump Sum Mobilization.
150 SF. Temporary traffic signs.
970 LF.  Pull back existing cable (12-pair and 2-conductor).
970 LF. Reroute existing cable (12-pair and 2-conductor).
I Each Furnish and install handhole (frame and cover).

!30 LF.  Fumish and install 2" polyvinyl chloride
e electrical conduit (Schedule 80) (trenched).
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BG&E # BG&E # 25 LF. Furmish and install 2" polyvinyl chloride
209143 ctri i iser).
216255 =22 | electrical conduit (Schedule 80) (riser)
: -u’}%‘-"'!L-*-'---—--q- ————— ;[ ————— L 90 LF. Furnish and install saw cut.
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'LF.  Furnish and install 1" liquid tight flexible

Existing wood poles fe
BG&E # BG&E # BG&E # MD 140 BG&E # Xisting wood poles to

b o non metailic conduit (detector wire sleeve).
BG&E # BG&E # 1 reffg{‘ﬂfﬁfi by BGE BG&E
" R encased in 1/4" flexible tubing.
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Furnish and install 2" weatherhead.
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Remove existing handhole.

Relocate existing ground mounted sign,

'CONSTRUCTION DET
A. Instdil handhaole.
B. install 2" polyvinyl chloride electrical conduit (S—i:hedulwﬂ()) (trenched).

C. Install 2" poly\}inyl chloride electricdl conduit (Schedule-80) riser, 90° bend and weotherhead
on proposed wood pole as shown.

D. Instali6' x 12'lcop detector encased in la" flexible tubing (4-turns).

E. Install 1" liquid tight fiexible non-metalic electrical conduit (detector wire sieeve).

F. Pullback existing 2-conductor electrical cable across MD 140 to handhole on the narthside
of MD 140. Pullback 12-pair coble as described in Construction Detdil "G". Remove existing
handhole and attach a section of 2" polyvinyl chloride electrical conduit (Schedule-80) from the

existing conduit to the proposed adjocent handhole, reroute the 2-conductor cable and splice
onto the new loop wire.. h '

G. Disconnect existing 12-pair cable from the existing cgbinet and | ullback through the existing
conduit system west along MD 140 to BGE pole * 509689 and approximateley 275' aloné; the
existing pole line to the existing BGE pole (no number) on the west side of the proposed bank driveway.

H. Cail 12-pair cable on existing wood pole while wood poles are being relocated and signal
modification work is completed. Reroute to cabinet.

J. Attach 12-pair cable to wood pole ot the same height as the attachment on the existing wood pole.

K. Use existing signal equipment.

2% L. Relocate existing Associated Shield Assermbly sign from its existing location as shown.
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